1/9 




FIG.1 



2/9 




FIG. 2 



3/9 




FIG. 3 



4/9 




55 



FIG. 4 



5/9 




8/9 




/ 



9/9 



^ Start ^ 



^,150 



Mount backpressure plug tool to 
wellhead control stack and insert 
backpressure plug Into tubing 
hanger 



,152 



Bleed off well pressure and 
remove wellhead control 
stack 



Mount well stimulation 
tool (and optionally BOP) 
to tubing head spool 



154 



I 



156 



Mount backpressure plug tool 
to top of well stimulation tool 



I 



158 



Balance pressure across 
the tubing head spool 



I 



160 



Run down through well 
stimulation tool and retrieve 
backpressure plug 



I 



162 



Remove backpressure plug tool 
and connect high pressure lines to 
well stimulation tool 



I 



Stimulate well and flow 
back stimulation fluids 



a/ 



164 



T 



i 



166 



Remove high pressure 
lines and mount 
backpressure plug tool to 
the well stimulation tool 



Run down through well 
stimulation tool and install 
backpressure plug 



r 



168 



Bleed pressure from well I ( 170 

stimulation tool and J 
remove it from the tubing 
head spool 

I 



Mount wellhead 
control stack to the 
tubing head spool 



172 



Mount backpressure 

plug toot to the 
wellhead control stack 



S 



I 



174 



Balance pressure across 
the tubing head spool 



176 



Run down through wellhead I ( 
control stack and retrieve ^ 
backpressure plug 



178 



Remove backpressure 
plug tool from wellhead 
control stack 



180 



FIG. 9 



